
Rack-mount Pure Sine Wave Power Inverter

 Standard Rack 19 inch , 1U or 2U or 2.5U

Item Model
Capacity
(W or VA)

DC input

Voltage
(Pls. specify)

AC output

Voltage
(Pls. specify)

AC Bypass 

input

Voltage

Operation 

Type

Built-in 

Transfer 

Switch

Operation

Mode
Dimension

(mm)

weight
(Kg)

Photo

A.
SR-1600 Plus

(Modular)

1,600 VA

(module)

6,400 VA

(per shelf)

51.2 KVA

(Maximum)

DC: 

24V/ 48V

AC

110/ 220V

same as 

AC output 

voltage

Hot-

Swappable 

modular 

design
(up to 32 

modules)

Built-in
Auto

Transfer 

Function 

in each 

module

Module   Shelf

 105 W      446 W

 410 D        509 D

   83 H          85 H

 Module: 
  3.8Kg

 2U Shelf: 
  6.5Kg

B. SR-1000T 1,000 W
DC: 

24V/ 48V

AC

110/ 220V

same as AC 

output 

voltage

Stand

alone

Built-in
483 W

345 D

44(1U) H

7.5

C1. SR-2500 2,500 VA
DC: 

12/ 24/ 48 V

AC

110/ 220V

same as 

AC output 

voltage

Parallelable 

Redundancy

Built-in
483 W

505 D

132 H

9

C2. SR-3500 3,500 VA
DC: 

12/ 24/ 48 V

AC

110/ 220V

same as AC 

output 

voltage

Parallelable 

Redundancy

Built-in
483 W

505 D

132 H

11

D1. XIY-10
1,000 VA

(850W)

DC: 

12/ 24/ 48 V

AC

110 / 220V

same as 

AC output 

voltage

Stand

alone
Built-in

424 W

417 D

44(1U) H
8

D2. XIY-20
    2,000 VA
 24/48V:1700W

 12V:1600W

DC: 

12/ 24/ 48 V

AC

110 / 220V

same as 

AC output 

voltage

Stand

alone
Built-in

424 W

417 D

44(1U) H
9

DC mode
(DC priority)

DC mode

(DC priority)

or

AC mode

(AC priority)

Selectable

6400 VA per 2U 19" Shelf

Efficiency of SR-1600-248 Plus

: AC - AC 95% ;  DC - AC 91%

Parallel redundancy design for power expansion

Application : 1Ph 2W / 2Ph 3W / 3Ph 4W
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Rack-mount Pure Sine Wave Power Inverter

Item Model
Capacity
(W or VA)

DC input

Voltage
(Pls. specify)

AC output

Voltage
(Pls. specify)

Bypass 

input

Voltage

Operation 

Type

Built-in 

Transfer 

Switch

Operation

Mode
Dimension

(mm)

weight
(Kg)

Photo

E1. XIV-10
1,000 VA

(800W)

DC: 

24/ 48/ 125 V

AC

110 / 220V

same as 

AC output 

voltage

Stand

alone
Built-in

438 W

488 D

89(2U) H

10

E2. XIV-20
2,000 VA

(1,600W)

DC: 

24/ 48/ 125 V

AC

110 / 220V

same as 

AC output 

voltage

Stand

alone
Built-in

438 W

488 D

89(2U) H

12

E3. XIV-30
3,000 VA

(2,400W)

DC: 

48/ 125 V

AC

110 / 220V

same as 

AC output 

voltage

Stand

alone
Built-in

438 W

488 D

89(2U) H

13

F1. XDA-10 1,000 W
DC: 

24 / 48 / 125V

AC

110 / 220V
---

Stand

alone
--- DC - AC

438 W

488 D

89(2U) H

10

F2. XDA-20 2,000 W
DC: 

24 / 48 / 125V

AC

110 / 220V
---

Stand

alone
--- DC - AC

438 W

488 D

89(2U) H

11

F3. XDA-30 3,000 W
DC: 

48 / 125 V

AC

110 / 220V
---

Stand

alone
--- DC - AC

438 W

488 D

89(2U) H

12

G1
Rectiverter

(modular)

1,500VA

(1200W)

DC: 

48/ 110/ 220 V

AC

110 / 230V

same as 

AC output 

voltage

Hot-

Swappable 

modular 

design

Built-in

Auto

Transfer 

Function 

in each 

module

DC mode

(DC priority)

or

AC mode

(AC priority)

Selectable

Module   Shelf

 109 W      483 W

 327 D       386 D

41.5 H         44 H

 Module: 
 1.95Kg

 1U Shelf: 
  1.5Kg

    * ComMax is an authorized distributor of COTEK and ELTEK V2208

ON-line 

mode

(DC priority)

Rear

Front

Front

Rear

ComMax International Company

12F-1, 118,Sec.3,Nan Jing East Road.

Taipei, Taiwan,10489, R.O.C

TEL : + 886 2 25 16 87 89

FAX :   + 886 2 25 16 77 79

www.commax.com.tw
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